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Special Products

TRENNEX START UP OIL NO. 3
Water-free start-up oil for aluminum and magnesium die-casting

Application

Applied undiluted to the mold surface either automatically or 
manually via blow gun or commercially available pump bottles. 
Keep the application quantity as low as possible.

Effect

Trennex Start Up Oil No. 3 forms a release film for the first 
castings even at low mold temperatures.

	» Very good creeping effect 
	» No residues

Application

Trennex 3095 SE should be reapplied after each cutting 
process. Keep the application quantity as low as possible.

Effect

Trennex 3095 SE provides effective wear protection for the 
cutting tool and evaporates without visible residues.

TRENNEX 3095SE
Easy-care Cutting oil for aluminum and zinc castings (trimming 
press tools, drilling and milling)

TRENNEX K3611
Rust Preventative Oil for interim preservation of  
Die-Casting Molds

Application

Trennex K 3611 can be applied to the 
molds by brushing or spraying (pump 
bottles can be used). It can be easily 

washed off again with aqueous-alka-
line or solvent-based cleaners.

Effect

Trennex K 3611 forms a thin, elastic 
protective film on the die-casting mold 
even in complex contours.

TRENNEX NETZMITTEL 1
Quench Tank Additive to obtain clean, dry castings

Effect

Trennex Netzmittel 1 reduces the surface tension in 
the quenching tank. Water drains off the castings 
and no residual water is left even in deep holes 
and contours.

	» No water stains on the 
castings 

	» No sticking of abrasives after 
shot blasting

	» Castings are less prone to 
corrosion

	» Dry and clean castings
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